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(C) Section XI, Methods of Analysis
For Phosphoric Acid, Superphosphate,
Triple superphosphate, and Ammonium
Phosphates, No. 3 Total Phosphorus—
P>0s, Method C—Spectrophotometric
Method, or,

(vi) The P,0Os content (R,) of the
product stored shall be determined
using as appropriate the following
methods (incorporated by reference—
see 40 CFR 63.14) specified in the Offi-
cial Methods of Analysis of AOAC
International, sixteenth Edition, 1995,
where applicable:

(A) AOAC Official Method 957.02
Phosphorus (Total) In Fertilizers,
Preparation of Sample Solution.

(B) AOAC Official Method 929.01 Sam-
pling of Solid Fertilizers.

(C) AOAC Official Method 929.02 Prep-
aration of Fertilizer Sample.

(D) AOAC Official Method 978.01
Phosphorus (Total) in Fertilizers,
Automated Method.

(E) AOAC Official Method 969.02
Phosphorus (Total) in Fertilizers,
Alkalimetric Quinolinium

Molybdophosphate Method.

(F) AOAC Official Method 962.02
Phosphorus (Total) in Fertilizers,
Gravimetric Quinolinium

Molybdophosphate Method.

(G) AOAC Official Method 958.01
Phosphorus (Total) in Fertilizers,
Spectrophotometric
Molybdovanadophosphate Method.

(4) To comply with §63.625(f) (1) or (2),
the owner or operator shall use the
monitoring systems described in
§63.626(c) to determine the average
pressure loss of the gas stream across
each scrubber in the process scrubbing
system and to determine the average
flow rate of the scrubber liquid to each
scrubber in the process scrubbing sys-
tem during each of the total fluoride
runs. The arithmetic averages of the
three runs shall be used as the baseline
average values for the purposes of
§63.625(f) (1) or (2).

§63.627 Notification, recordkeeping,
and reporting requirements.

(a) Each owner or operator subject to
the requirements of this subpart shall
comply with the notification require-
ments in §63.9.

(b) Each owner or operator subject to
the requirements of this subpart shall
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comply with the recordkeeping re-
quirements in §63.10.

(c) The owner or operator of an af-
fected source shall comply with the re-
porting requirements specified in §63.10
as follows:

(1) Performance test report. As required
by §63.10, the owner or operator shall
report the results of the initial and an-
nual performance tests as part of the
notification of compliance status re-
quired in §63.9.

(2) Excess emissions report. As required
by §63.10, the owner or operator of an
affected source shall submit an excess
emissions report for any exceedance of
an operating parameter limit. The re-
port shall contain the information
specified in §63.10. When no
exceedances of an operating parameter
have occurred, such information shall
be included in the report. The report
shall be submitted semiannually and
shall be delivered or postmarked by the
30th day following the end of the cal-
endar half. If exceedances are reported,
the owner or operator shall report
quarterly until a request to reduce re-
porting frequency is approved as de-
scribed in §63.10.

(3) Summary report. If the total dura-
tion of control system exceedances for
the reporting period is less than 1 per-
cent of the total operating time for the
reporting period, the owner or operator
shall submit a summary report con-
taining the information specified in
§63.10 rather than the full excess emis-
sions report, unless required by the Ad-
ministrator. The summary report shall
be submitted semiannually and shall be
delivered or postmarked by the 30th
day following the end of the calendar
half.

(4) If the total duration of control
system operating parameter
exceedances for the reporting period is
1 percent or greater of the total oper-
ating time for the reporting period, the
owner or operator shall submit a sum-
mary report and the excess emissions
report.

§63.628 Applicability of general provi-
sions.

The requirements of the general pro-
visions in subpart A of this part that
are applicable to the owner or operator



